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Load Plate Basket” Assembly

For Saw-Cut Contraction Joints

Original

Proven. Easy to Install. Cost Effective. Well Engineered for Optimal Joint Performance
Since 1998, contractors and engineers have used the ¢ Eliminates restraint and allows slab panels to float freely
Load Plate Basket” Assembly in saw-cut contraction joints * Provides an increased bearing area of steel at the joints for
to achieve superior load transfer in concrete slabs.
PNA's Load Plate Basket™ Assemblies, when used in a

“strategic reinforcement” design, provide a more efficient way

superior load transfer

* Load Plate Basket™ clips hold foam in place to allow lateral

, ' movement of adjacent panels during slab shrinkage without
to deliver the durable, maintenance-free slabs your customers } )
w . causing restraint
expect. Load Plate Basket™ Assemblies help you:

. * Increases joint stability to extend the life of joint fillers
* Collect your retainage

* Can be located up to within six inches of a joint intersection
* Reduce your callbacks and save labor P J

- Dowel d deburred per industry guideli
« Limit your liability by complying with the latest OWEIS are sawh and deburred per Industry guidelines

ACI 302.1R-04 and ACI 360R-06 guidelines Optimizes Steel

* Optimize the amount of steel in a project PNA's plate dowel assemblies, used in a “strategic reinforcement”

¢ Deliver cost-effective slabs-on-ground design, allow you to use steel only at the saw-cut joints and not
throughout the slab. This provides superior positive load transfer

Fast, Simple Installation at the contraction joints while offering a more efficient use of

* Requires fewer man hours for installation than steel; lowering project costs.

historical methods
ACI 302.1R-04 Table 3.1

Dowel size and spacing for rectangular dowels
(ACI Committee 325 1956)

* Easy to handle — can be carried and installed by one person

* Shipping wires do not have to be cut during placement’

» Construction tolerances allow for misalignment without

. it i th | Slab depth, Dowel dimensions, Dowel spacing
causing restraint in the panels in. (mm) in. (mm) center-to-center, in. (mm)
* Can be installed during concrete placement 5to6 3/8x2x12 19
o (125 to 150) (10 x 50 x 300) (475)
* Eliminates obstacles for the laser screed 7008 XX 8
* Fully welded assemblies, offering stable dowel support (175 to 200) (12 x 60 x 300) (450)
during installati 9to |l 3/4x2-112x12 18
uring instaflation (2250 275) (19 x 60 x 300) (450)
e Bundled and Sh|pped on SkidS, for easy hand“ng NOTE: For the complete chart see ACI 302.1R-04 Table 3.1

* Allows subgrade leveling after installation to prevent
rutting, restraint and cracking

e Custom and stock baskets are available through our

national distribution network

Doweled construction and
contraction joints are recommended
when load transfer is required ...

— Al 302.1R-04
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Load Plate Basket™ Assembly

Instructions for Use

Step |
Measurandmark(notchor nailjthesaw-culocatiomntheforms.

Step 2
Pullstrindinesthenspraypaintsaw-culocationsnthesubgrade.

LoAD TRANSFER SYSTEMS

~= DIAMOND DOWEL® SYSTEM
~= PD3 BASKET" ASSEMBLY

= LoAD PLATE BASKET" ASSEMBLY

Step 3

Layoutonerowofbasket®vermpaintednarkonthesubgradekeep
platesa minimurof 6 inchesawayfromtheintersectioof twojoints.

JOINT PROTECTION PRODUCTS
~= ARMOR-EDGE® JOINT ASSEMBLY
Specifibasketengthganbeorderedromstockor custonmanufactured
tominimizeuttingandpiecing.

NoteShippingviresdoNOTheedo becutduringnstallation.*

~= ARMOR-EDGE® N2E JOINT ASSEMBLY

~= ARMOR-EDGE® ALL STEEL JOINT

CURING COVERS
Step 4
Placeconcretébecarefuto maintaimlignmerdfbasket®vermpainimarks).

~= HYDRACURE™ S16 — SINGLE-USE

== HYDRACURE" M5 — MuLTI-USE

OTHER

= 1/2” SQUARE DOWEL BASKET

~= BOLLARD BASE

Step 5
ScreedndfinishconcretdJseinternavibratioperindustrguidelines.
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Step 6 800.542.0214
Usenotchesrnailsonformso snapchalk-lineandsaw-cujpintsasnormal WWW.PNA-INC.COM
tothespecifiedepth.

© 2007 PNA Construction Technologies, Inc.
All rights reserved. 03/07

Load Plate Basket™ Assembly and PD: Basket™ Assembly are
registered trademarks of PNA Construction Technologies, Inc.
Products shown may be covered by one or more of US. patents
#6,775,952, #6,354,760, #56 18125 and other pending patents.

*Source: American Concrete Pavement Association, R&T Update, "Dowel Basket Tie Wires: Leaving Them Intact Does Not Affect Pavement Performance,” January 2005.
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