
IF EXISTING SLAB IS MINIMALLY UNEVEN OR OUT OF LEVEL THEN GRIND JOINT 
FLUSH, OTHERWISE SAWCUT 1/2" DEEP, 18" TO 24" BACK; CHIP EXISTING SLAB 
DOWN 1/2" TO 3/4"; TOP WITH APPROVED EPOXY TOPPING MATERIAL

EXISTING SLAB

EXISTING SLAB

4-1/2" x 1/4" CONTINUOUS HOT ROLLED STEEL PLATE

EXISTING SLAB

1-1/2" x 3/8" CONTINUOUS COLD ROLLED STEEL BAR

4" x 3/8" ANCHORS WELDED @ 9" O/C

BASE

3/4" x 10" SQUARE DOWELS WITH PNA 3/4" SQUARE DOWEL 
CLIPS. DRILL A 1-1/8" OR 1-1/4" HOLE TO 5" ± 1/2" AT 
MID-SLAB DEPTH AND EPOXY GROUT; LOCATED @ 14.4" O/C

NEW SLAB

NYLON NUT THREADS STRIP WHEN NEW CONCRETE 
SLAB CONTRACTS AND JOINT OPENS

MOUNT TO EXISTING FLOOR SLAB WITH 1/2" THREADED RED 
HEAD TRUBOLT® @ 18" O/C AND 3-1/2" ± 1/2" DEEP

ASSEMBLY BOLT WELDED FLUSH TO PLATE

COAT THREADS WITH 
GREASE OR TAPE PRIOR 
TO CASTING NEW SLAB

BASE

BASE

A Mount n2e to Existing Slab with Red Head Trubolt®

B Installation of Square Dowels and Square Dowel Clips

C Installation of New Slab

NOTES:
1. Standard length is 12'
2. Armor-Edge® n2e Manufactured by PNA Construction Technologies, Inc. 

(800)542-0214

SQUARE DOWEL CLIP ALLOWS FOR 
UNCONSTRAINED LATERAL MOVEMENT

REMOVE STEEL SHIPPING 
NUT PRIOR TO PLACEMENT 
OF NEW CONCRETE SLAB
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Armor-Edge® n2eJoint Assembly Installation Guide

SCALE: 1:10

DRAWING NO.: JPN-1002
MATERIAL: COLD  ROLL 1018
                        HOT ROLL  A36
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